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Illumination Incubator LMII- 
A105 


www.labmate.com | info@labmate.com 


overview: 


The Illumination Incubator is a pinnacle in 
horticultural lighting. Featuring advanced 
spectrum modulation, adjustable intensity, 
and energy efficiency, it provides 

an ideal environment for diverse plant growth 
stages. Elevate your indoor cultivation with 
precision and innovation. 


Specifications : 


Capacity 360 L 
Illumination Intensity 0 - 20000 Lx 
Temperature Range (with light) 10°C +50 °C 
Temperature Range (without light) 0°C-50°C 
Temperature Fluctuation 21°C 
Humidity Range 50 - 95 % RH 
Timer Range 0 - 9999 min 
Ambient Temperature > GC 30°C 
No. of Shelves Z Pieces 
Power Consumption 900 W 
Power Supply AC 220 V ; 50 Hz 
Internal Dimension 600 x 600 x 1000 mm 


External Dimension 770 x 740 x 1680 mm 


Weight 35 Kg 


Features : 


- Two Temperature range for 24-hourly condition 

- Microprocessor fuzzy PID control system 

- Full-spectrum light source (Vertically mounted on front door) 
- Over- and under-temperature sensor protection 

- Power down protection 

- Blue light Digital LCD display operating system 


- CFC-free refrigerant compressor 
- 2 Adjustable shelves 


- Corrosive resistant stainless steel chamber 


- Semicircle arced corners for easy cleaning 
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